
DIAMANT Certifications
Compliant with the Low Voltage Directive 2014/35/EU.
Standards: EN 60670-24 and IEC 61439-1-3 (as applicable).

DIAMANT Technical specifications
- Degree of protection: IP40.
- Resistance to impact: IK08.
- Glow wire resistance:

Brick walls: 650 ºC.
Hollow walls: 850 ºC.

- Ambient temperatire range: -25 ºC / +40 ºC.
- Maximum operating voltage: 1000 V AC / 1500 V DC.
- Double insulation: Class II.

DIAMANT 
IP40 flush-fit distribution 
boxes
The distribution boxes of the Diamant series are specially 
designed for the tertiary and residential sectors. With a 
capacity from 36 to 108 modules, the installer has great 
versatility and modular capacity.

Available in two different versions, to be recessed in hollow or in 
brick walls.

They have a very neat aesthetic that adapts perfectly to all 
environments.

IP
40



Available in two different versions, to be recessed 
in hollow or in brick walls

Product range 
- Modular capacity of 36, 42, 54, 72, 84 and 108 modules.

- Flush-mounted boxes:	
     Brick walls. 
     Hollow walls.

- White door.

Materials
- Halogen-free plastic materials.
- Flush-mounted bases:

- In brick walls: PS.
- In hollow walls: PS V0 RAL 7035 grey.

- Frame and white door: PS RAL 9003.

Supply
- Supplied in individual packaging. When several items are sent

together, they are bundled together with transparent film.
- Supplied with all the elements assembled, except for the

elements supplied in the accessory bag.
- Accessories bag:

- 4x12 bolts.
- 4x13 bolts.
- Caps for 4x13 bolts.
- Hollow wall fasteners.
- Linking pieces (for boxes with 72-84-108 modules).
- Cover for white modules (6 modules).
- Module identification strip.
- Instructions for assembly.

DIAMANT
IP40 Flush-fit distribution boxes

Neutral and earth bars No. of modules For references Ref.

Support + neutral and earth bar (24+2 entries) 36-42-72-84 DFF36-42 (1 unit)
DFF72-84 (2 units) 22004

Support + neutral and earth bar (32+4 entries) 54-108 DFF54 (1 unit)
DFF108 (2 units) 22005
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Base and cable entry
	- Flush-mounted bases in brick walls manufactured in PS and 
flush-mounted bases in hollow walls manufactured in PS V0 RAL 
7035 high impact grey.

	- Easy-break entry holes on the upper, side and lower faces which 
facilitate the entry of cables and tubes of different diameters, with 
the option to tie these cables and tubes to the base in boxes with 
36, 72, 54 and 108 modules.

	- The cut-outs in the bottom of the base provide access to M24, and 
M32 tubes, and the double grooves permit the insertion of self-
tapping screws with a diameter of 3.6 mm for increased versatility 
when configuring the interior of the casing. 

	- The upper and lower part of the base come with specific supports 
for mounting the neutral and earth bars.

Frame-base closure
- Wave-shaped frame for perfect integration in ambients where

the appearance is fundamental.
- Frame-base fastening using 4x13 bolts. Plastic caps are

supplied with the casing for covering the fastening bolts.
- The front has a space for attaching a module identification label,

and covered module spaces, with pre-marked covers, for the
easy assembly of different configurations of circuit breakers.

- The frame is larger than the base in order to cover any possible
imperfections resulting from the flush-mounting.

Attachment of DIN rail
- Rails joined together with single metal frame, fastened to the

base with 4x12 bolts.
- The base should be flush-mounted with the frame in place to

provide greater strength and to reinforce the box during the
flush-mounting process.

IP
40

Wall mounting
	- For flush-mounting in brick walls, the bases have horizontal and 
vertical ribs around the outer perimeter. Once the base has been 
mounted and the spaces filled with sealant, seal the base to the 
wall to prevent it from being pulled off by the weight of the interior 
wiring.

	- For the flush-mounting in plasterboard hollow walls, the base has 
wings on the corners which, together with the assembly kit, make 
it possible to mount it on a hollow wall. 

	- The installation kit for hollow walls contains metal bolts with a 
diameter of Ø 3.5 mm and plastic elevation clips. 

	- The base also has ribs on the inner and outer walls to prevent 
damage caused by the pressure of the flush-mounting.

Doors
- Wave-shaped white door for perfect integration in ambients

where the appearance is fundamental.
- All the doors are reversible, opening and closing with a

horizontal rotation, opening to a 180º opening and closing with a
clip system.

Connection of casings
- Option to connect boxes with the same modular capacity, in

horizontal or vertical direction.
- Linking pieces supplied with the boxes with 72, 84 and 108

modules, for the connection, as the boxes are not supplied
joined together to facilitate transport and storage.

- The linking pieces are pressure-fitted onto the casing, without
the need to use tools during the assembly.

- The distance between casings once they have been connected
and mounted is minimum.



DIAMANT
IP40 Flush-fit distribution boxes

3x14 (42) modules 
DFF42PO

2x18 (36) modules 
DFF36PO

3x18 (54) modules 
DFF54PO
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HALOGEN-FREE PLASTIC MATERIALS
Made in PS. Frame and door white RAL 9003.
Glow wire resistance: 650 ºC.
IP40 - Flush-fit brick walls.

IP40 distribution boxes. Flush-fit brick walls
Reference Composition No. of  

modules External dimensions Dimensions of the 
flush-fit gap Weight Power dissipation according to

temperature increase °C P(W)
HEIGHT WIDTH DEPTH HEIGHT WIDTH DEPTH kg 20 25 30 35 40

DFF36PO DFF36 2x18 (36) 380 424 105 345 394 72 2.0 19.2 24.1 28.9 33.7 38.5
DFF42PO DFF42 3x14 (42) 532 334 105 504 305 72 2.3 21.3 26.6 31.9 37.2 42.5
DFF54PO DFF54 3x18 (54) 532 408 105 497 376 72 2.9 25.4 31.7 38.1 44.4 50.8
DFF72PO DFF36 + DFF36 4x18 (72) 380 851 105 345 823 72 4.1 38.5 48.1 57.7 67.3 77.0
DFF84PO DFF42 + DFF42 6x14 (84) 532 668 105 504 644 72 4.8 42.5 53.2 63.8 74.5 85.1
DFF108PO DFF54 + DFF54 6x18 (108) 532 817 105 497 789 72 5.9 50.8 63.5 76.2 88.9 101.6
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IP40 FLUSH-FIT DISTRIBUTION BOXES

IP
40
IP
40

4x18 (72) modules 
DFF72PO

6x14 (84) modules 
DFF84PO

6x18 (108) modules 
DFF108PO
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HALOGEN-FREE PLASTIC MATERIALS
Made in PS. Frame and door white RAL 9003.
Glow wire resistance: 650 ºC.
/RR: With neutral and earth bars.
IP40 - Flush-fit brick walls.

IP40 distribution boxes. Flush-fit brick walls. With neutral and earth bars
Reference Composition No. of  

modules External dimensions Dimensions of the 
flush-fit gap Weight Power dissipation according to

temperature increase °C P(W)
HEIGHT WIDTH DEPTH HEIGHT WIDTH DEPTH kg 20 25 30 35 40

DFF36PO/RR DFF36 2x18 (36) 380 424 105 345 394 72 2.3 19.2 24.1 28.9 33.7 38.5
DFF42PO/RR DFF42 3x14 (42) 532 334 105 504 305 72 2.6 21.3 26.6 31.9 37.2 42.5
DFF54PO/RR DFF54 3x18 (54) 532 408 105 497 376 72 3.3 25.4 31.7 38.1 44.4 50.8
DFF72PO/RR DFF36 + DFF36 4x18 (72) 380 851 105 345 823 72 4.7 38.5 48.1 57.7 67.3 77.0
DFF84PO/RR DFF42 + DFF42 6x14 (84) 532 668 105 504 644 72 5.4 42.5 53.2 63.8 74.5 85.1
DFF108PO/RR DFF54 + DFF54 6x18 (108) 532 817 105 497 789 72 6.7 50.8 63.5 76.2 88.9 101.6
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DIAMANT
IP40 Flush-fit distribution boxes

2x18 (36) modules 
DFF36PO/PH

3x14 (42) modules 
DFF42PO/PH

3x18 (54) modules 
DFF54PO/PH
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HALOGEN-FREE PLASTIC MATERIALS
Made in PS. Frame and door white RAL 9003.
Base in grey PS RAL 7035.
Glow wire resistance: 850 ºC.
IP40 - Flush-fit hollow walls.

IP40 distribution boxes. Flush-fit hollow walls
Reference Composition No. of  

modules External dimensions Dimensions of the 
flush-fit gap Weight Power dissipation according to

temperature increase °C P(W)
HEIGHT WIDTH DEPTH HEIGHT WIDTH DEPTH kg 20 25 30 35 40

DFF36PO/PH DFF36 2x18 (36) 380 424 105 345 394 72 2.0 19.2 24.1 28.9 33.7 38.5
DFF42PO/PH DFF42 3x14 (42) 532 334 105 500 305 72 2.6 21.3 26.6 31.9 37.2 42.5
DFF54PO/PH DFF54 3x18 (54) 532 408 105 497 376 72 3.0 25.4 31.7 38.1 44.4 50.8
DFF72PO/PH DFF36 + DFF36 4x18 (72) 380 851 105 345 823 72 4.2 38.5 48.1 57.7 67.3 77.0
DFF84PO/PH DFF42 + DFF42 6x14 (84) 532 668 105 504 644 72 5.3 42.5 53.2 63.8 74.5 85.1
DFF108PO/PH DFF54 + DFF54 6x18 (108) 532 817 105 497 789 72 6.2 50.8 63.5 76.2 88.9 101.6
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Accessories Ref.

White module cover (6 mod.) 77600
Fixing claws for hollow walls flush-fit boxes 22100
Link piece for flush-fit boxes 22103

IP
40

HALOGEN-FREE PLASTIC MATERIALS
Made in PS. Frame and door white RAL 9003.
Base in grey PS RAL 7035.
Glow wire resistance: 850 ºC.
/RR: With neutral and earth bars.
IP40 - Flush-fit hollow walls.

IP
40

4x18 (72) modules 
DFF72PO/PH

6x14 (84) modules 
DFF84PO/PH

6x18 (108) modules 
DFF108PO/PH
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IP40 distribution boxes. Flush-fit hollow walls. With neutral and earth bars
Reference Composition No. of  

modules External dimensions Dimensions of the 
flush-fit gap Weight Power dissipation according to

temperature increase °C P(W)
HEIGHT WIDTH DEPTH HEIGHT WIDTH DEPTH kg 20 25 30 35 40

DFF36PO/PH/RR DFF36 2x18 (36) 380 424 105 345 394 72 2.3 19.2 24.1 28.9 33.7 38.5
DFF42PO/PH/RR DFF42 3x14 (42) 532 305 105 500 305 72 2.9 21.3 26.6 31.9 37.2 42.5
DFF54PO/PH/RR DFF54 3x18 (54) 532 408 105 497 376 72 3.4 25.4 31.7 38.1 44.4 50.8
DFF72PO/PH/RR DFF36 + DFF36 4x18 (72) 380 851 105 345 823 72 4.8 38.5 48.1 57.7 67.3 77.0
DFF84PO/PH/RR DFF42 + DFF42 6x14 (84) 532 668 105 504 644 72 5.9 42.5 53.2 63.8 74.5 85.1
DFF108PO/PH/RR DFF54 + DFF54 6x18 (108) 532 817 105 497 789 72 7.0 50.8 63.5 76.2 88.9 101.6

Doors Ref.

For DFF36PO and DFF72PO PBI28
For DFF42PO and DFF84PO PBI32
For DFF54PO and DFF108PO PBI44



IDE ELECTRIC 

Head office
Leonardo da Vinci 2
Pol. Ind. Los Huertos
E-50800 Zuera (Zaragoza)
SPAIN

Warehouse and logistics
Guttemberg 48
Pol. Ind. Los Huertos
E-50800 Zuera (Zaragoza)
SPAIN

Phone: +34 976 451 080
E-mail: ide@ide.es
Web: www.ide.es




