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            Technical data

	Degree of protection	IP65-IP67*
	Resistance to impact	IK07
	Glow wire resistance	650 ºC
	Ambient temperature range	-25 ºC / +40 ºC
	Maximum operating voltage	1000 V AC / 1500 V DC
	Double insulation	Class II
	* Except EP048, EP088 and EX088 (IP54) references	

            Certifications

            [image: CE] According to low tension directive 2014/35/EU.
 Norm: IEC 60670-22.
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            Product range

            
            Seven watertight junction boxes.
 Three watertight motor-protection boxes.
 Each of these models is manufactured in three different versions: With conical cable glands.
 With knock-out sides.
 With plain sides.
 The three largest models are available with opaque or transparent cover.
 A series of assemblies with standard power sockets is offered.
            

            Materials

            
            Halogen-free plastic materials.
 Opaque base and cover: Shock-proof PS RAL 7035.
 Transparent cover: PC tinted window, with UV protection.
 Conical cable glands: PVC.
            

            Supply

            
                        The boxes are supplied individually, shrink-wrapped and in multiple cardboard packaging, according to minimum packaging units.
 Boxes with conical cable glands are supplied with the cone assembled.
            

            Click here to download drawings (pdf, dxf, igs) and technical data sheets

        


		
        
        
				

				Technical data
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				Certifications
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				Installation instructions
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        Accessories

 Accessories

			
				Reference	Description		TD
				
	22050	Hinges for Light boxes	
	
	22656		
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	22650		
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	22217		
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	22219		
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 Metal mounting plates

			
				Reference	Description		TD
				
	92123	Metal plate for boxes Ref. 171	
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	92125	Metal plate for boxes Ref. 231	
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	92127	Low metal plate for boxes Ref. 322	
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	92129	High metal plate for boxes Ref. 322	
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 Polyester mounting plates

			
				Reference	Description		TD
				
	92119	High metal plate for boxes Ref. 322	
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	92121	Polyester plate for boxes Ref. 161	
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	92122	Polyester plate for boxes Ref. 171	
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	92124	Polyester plate for boxes Ref. 231	
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	92126	Low polyester plate for boxes Ref. 322	
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	92128	High polyester plate for boxes Ref. 322	
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 Conical cable glands

			
				Reference	Description		TD
				
	22952		
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	22953		
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	22962		
	[image: Ficha Técnica]
	22963		
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 Wall-mounting support

			
				Reference	Description		TD
				
	22060	Wall-mounting support (4-piece pack)	
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 DIN rails

			
				Reference	Description		TD
				
	22098		
	
	22713		
	
	22090		
	
	22092		
	
	22714		
	




        


            
		
		 PRODUCTS

         
         
 Wall-mounting cabinets
 Floor-standing cabinets
 Distribution cabinets
 Terminal boxes
 Metal consoles
 Thermal management
 Installation components
 Customized solutions
 Construction registers
 
 Combination units
 Industrial plugs & sockets
 Boxes for industrial sockets
 Distribution boxes
 
 Junction boxes and mechanisms
  IP65-IP67 Junction boxes
  Mechanism and junction boxes for hollow walls
  Mechanism and junction boxes
  IP20 Boxes for electrical components
  IP40-IP55 Surface boxes and mechanisms

 Circuit breakers         
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			The Heraldo de Aragón newspaper reports on IDE's continued expansion.

			March 21, 2024

		

		

	

	
	
	
		

		
			IDE at Ziemas Diena 2024

			February 14, 2024

		

		

	

	
	
	
		

		
			IDE AT MIDDLE EAST ENERGY DUBAI 2024

			February 8, 2024

		

		

	

	
Ethics Channel
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